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The Rice Lake SURVIVOR" I
Truck Scale Advantages
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Stronger Weighbridges: Rice Lake truck scales
typically have 25%-30% more structural steel content
than competitive models. The SURVIVOR® OTR steel
deck uses 5/16" checkered steel top plate, and (12)
12" wide flange 14 Ibs per foot beams on 11-1/2"
centers beneath the deck on the 11" wide model.
The beams are welded to the top plate and the 3/4"
end section weldment assemblies.

800-461-4153
www.weightec.com

e Steel Preparation: All Rice Lake truck scales

2 S are steel shot blasted, cleaned with a hot cleaning
solution, primed with a high solids urethane primer
and finished with a coat of high solids urethane paint.
All non-visible steel areas are coated with asphalt
emulsified coating.

100,000 Lb CLC/DTA: Every OTR truck scale
is rated up to 100,0001bs concentrated load
capacity. Overloaded axles are the number one
cause of premature weighbridge failure.

Open Bottom Weighbridge Design:

No bottom plate to trap moisture or hide broken
or weak welds. Exposed surfaces beneath the
deck are protected with a special formulated
BASF Degacoat 310 coating. No other truck scale
manufacturer provides this protection.

Boltless Top Access Covers: mean no lost,
loose, or broken bolts to worry about. Access
covers are form-fitted, pegged and weighted.
Boltless access covers provide the service
technician instant access to the load cell pocket,
reducing service calls.




